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1. CONTRACTORS SHALL FIELD VERIFY THE LOCATION OF ALL
EXISTING UTILITIES PRIOR TO BEGINNING CONSTRUCTION.

2. ALL DIMENSIONS AND PROPOSED ELEVATIONS ARE TO FACE
OF CURB (EDGE OF PAVEMENT WHERE THERE IS NO CURB)
EXCEPT AS NOTED.

3. ALL RADII ARE TO THE FACE OF CURB AND ARE 5' UNLESS
OTHERWISE DIMENSIONED.

4. ALL CURB TO BE ODOT TYPE 6 CURB UNLESS OTHERWISE
NOTED.

5. SEE ARCHITECTURAL PLANS FOR BUILDING FOUNDATION
DIMENSIONS.

6. GENERAL CONTRACTOR SHALL INSTALL WORK ON THE SITE
AND IN THE RIGHT OF WAY PER THE LOCAL CODES &
REGULATIONS.

7. ITEM NUMBERS REFER TO THE RECENT EDITION OF THE OHIO
DEPARTMENT OF TRANSPORTATION CONSTRUCTION AND
MATERIAL SPECIFICATIONS, DATED JANUARY 1, 2005.

8. ALL PAVEMENT MARKINGS SHALL CONFORM TO ITEM 641
PAVEMENT MARKINGS AND OHIO MANUAL OF UNIFORM
TRAFFIC CONTROL DEVICES.  PAVEMENT MARKING MATERIAL
SHALL BE PER ITEM 642 TRAFFIC PAINT UNLESS OTHERWISE
NOTED.

9. ACCESSIBLE PARKING SPACES SHALL HAVE STRIPING AND
SIGNAGE MEETING ADAAG AND LOCAL REQUIREMENTS.

10. ALL TRAFFIC SIGNS AND POSTS SHOULD CONFORM TO THE
OHIO MANUAL OF UNIFORM TRAFFIC CONTROL DEVICES AND
ITEM 630 TRAFFIC SIGNS AND SUPPORTS.  DECORATIVE POSTS
AND FRAMES MAY BE ALLOWED WITH APPROVAL OF THE
DEVELOPER.

SITE NOTES
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