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Type 1: LED Metal Channel R3D Sign 
Scale : 1/10 INTERIOR

A.Sako

TCO KENWOOD

LED Metal Channel R3D Sign

TCO-KEN-R3D-002

Tiffany & Co.

Apr. 26t, 18
Jun.5th, 18
Jun.13th, 18

Fluted Stone Wall

LED Metal Channel R3D Sign
Scale: 1/1

Body:
Stainless-steel Channel
Brushed Finish

Light Source:
SMD-LED (White) on
Custom Designed Circuit Board

Face:
Clear Acrylic 5mm Thick
Frosted Ridge + Reverse 3D Effect Finish

Inside of Body:
Special Luminance Resin 20mm Thick

30

M4 Stud bolt
w/ Acrylic Spacer (Matte White)
* The length to be adjusted on site

Cable Cover
(Matte White)
L=40mm

Back Panel:
ABS Resin 3mm Thick

C AUTION 

AC-DC
Power Supply

Fuse Box

Connector

AC100-240V

1m

9m

*Total Cable Length : 10m

6mm Frame

A.Sako



LED Metal Channel R3D Sign
Scale: 1/1
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Body:
Stainless-steel Channel
Brushed Finish

Light Source:
SMD-LED (White) on
Custom Designed Circuit Board

Face:
Clear Acrylic 5mm Thick
Frosted Ridge + Reverse 3D Effect Finish

Inside of Body:
Special Luminance Resin 20mm Thick

4mm Frame

30

Installation
surface

M3 Stud bolt
*Please make sure if the installation method is proper

Back Panel:
ABS Resin 3mm Thick

AC-DC
Power Supply

Fuse Box

Connector

AC100-240V

1m
9m

*Total Cable Length : 10m

Type 1: LED Metal Channel R3D Sign 
Scale : 1/5 INTERIOR or EXTERIOR

INTERIOR EXTERIOR

A.Sako

A.Sako

TCO KENWOOD

LED Metal Channel R3D Sign

TCO-KEN-R3D-003

Tiffany & Co.

Jun.5th, 18
Jun.13th, 18

*Please make sure if it is indoor use or outdoor use

Body:
Stainless-steel Channel
Brushed Finish

Light Source:
SMD-LED (4000K)
on Custom Designed Circuit Board

Face:
Clear Acrylic 5mm Thick
Frosted Ridge + Reverse 3D Effect Finish

Inside of Body:
Special Luminance Resin 20mm Thick

4mm Frame

33

Installation
surface

M3 Stud bolt

Back Panel:
ABS Resin 3mm Thick

AC-DC
Power Supply

Fuse Box

Connector

AC100-240V

1m
9m

*Total Cable Length : 10m

C AUTION 
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20"-24": Returns to be partly welded.

A.Sako

A.Sako

TCO KENWOOD

LED Metal Channel R3D Sign

TCO-KEN-R3D-001

Tiffany & Co.

Apr. 26t, 18
Jun.13th, 18
Jun.21th, 18

Type 1: LED Metal Channel R3D Sign [1-S]
Scale : 1/20

Fluted Stone Wall

LED Metal Channel R3D Sign
Scale: 1/1

Body:
Stainless-steel Channel
Brushed Finish

Light Source:
SMD-LED (White) on
Custom Designed Circuit Board

Face:
Clear Acrylic 5mm Thick
Frosted Ridge + Reverse 3D Effect Finish

Inside of Body:
Special Luminance Resin 20mm Thick

30
33

M4 Stud bolt
w/ Acrylic Spacer (Matte White)
* The length to be adjusted on site

Cable Cover
(Matte White)
L=40mm

Back Panel:
ABS Resin 3mm Thick

C AUTION 

AC-DC
Power Supply

Fuse Box

Connector

AC100-240V

1m

9m

*Total Cable Length : 10m

16"-24": Low-profile head screw

8mm Frame

EXTERIOR
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